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Who Must Submit

• KYGE4 – Eastern Kentucky 
– New and expanded active surface mining areas draining 

to a continuous (previously called in-stream) sediment 
control structure (for the purposes of this permit, 
continuous sediment control structure are those sediment 
control structures that are constructed within the natural 
drainage way of a water body, or have a continuous 
discharge or have an average discharge duration of 96 
hours or more).

– New and expanded coal preparation plant

– New underground mine discharge

– New and expanded discharge to an OSRW w/ T&E 
(segments and basins)



PMSM Form

Watch for updated SOPs



PMSM Form



PMSM Requirements

• Requirements
– At a minimum, one in-stream monitoring point directly 

below the outfall along with one downstream monitoring 

point of the receiving stream located after the confluence 

but above any tributaries.

– In-stream identification number: start with I01, I02, I03, 

etc.

– Coordinates must be in decimal degrees



IMP Sample #1



IMP Sample #2



IMP Sample #3



OSRW w/ T&E

• OSRW w/ T&E 
– All outfalls must be covered by the in-stream monitoring points and 

includes non-continuous outfalls.



PMSM Modifications

• Modifications
– All previously approved in-stream monitoring points that 

are still required must be in the form.

– Any changes should be highlighted in yellow, such as 

coordinates, outfalls represented, etc.
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